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①Values for polystyrene 
②Theoretical values, dependent on the molding condition and cycle time 
All above data only applied to standard machine 
Subject to technical alterations 
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Clamping Unit

Clamping force

Opening force

Opening stroke max.

Mold height min. / max.

Total daylight max.

Platen size h x v

Dist. between tie bar h x v

Max. mold weight MoPl / StPl

Ejector stroke 

Ejector force 

e-win 1000

1000

100

350

150 / 450

800

650 x 600

470 x 420

0.65 / 0.65

100

22

mm

L/D

mm

cm³

g

min¯¹

g/s

bar

bar

mm/s

cm³/s

mm/s

cm³/s

kN

mm

kW

Screw diameter

L/D ratio (3-zone screw)

Screw stroke

Injection capacity max.

Shot weight max. (PS)①

Screw speed max.

Plasticizing rate (3-zone screw)①

Injection pressure max.②

Holding pressure max.②

Injection speed max.

Injection rate max.

Injection speed max. - High

Injection rate max. - High

Nozzle contact force

Nozzle penetration

Heating wattage (incl. nozzle)

Heating zones (incl. nozzle)

25

24.8

74

68

9.1

2800

2555

108

177

7.4

240
30

23.6

150

106

98

400

14.6

2200

2000

220

156

360

255

25

30

8.7

4

35

20

144

133

23.5

1610

1465

212

346

8.7

35

20

168

155

23.5

2570

2310

212

298

8.7

440
40

20

175

220

202

400

33.0

2000

1800

220

277

310

390

25

30

8.7

4

45

20

278

256

44.5

1580

1420

350

493

8.7

Injection Unit

( )

(PS)

( )

( )

( )

kW

A

kW

A

t

m

Total power

Connected current

Total power - High

Connected current - High

Machine weight

Machine Dimensions ( L x W x H )

18.9

27.3

21.4

30.9

20.3

29.3

22.2

32.1

20.3

29.3

22.3

32.1

7.1

5.21 x 1.49 x 2.25

240
23.8

34.3

28.0

40.4

23.8

34.4

28.1

40.5

23.8

34.4

28.1

40.5

7.1

5.21 x 1.49 x 2.25

440

Others 
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mm
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Clamping Unit

Clamping force

Opening force

Opening stroke max.

Mold height min. / max.

Total daylight max.

Platen size h x v

Dist. between tie bar h x v

Max. mold weight MoPl / StPl

Ejector stroke 

Ejector force 

e-win 1300

1300

130

450

200 / 550

1000

810 x 810

570 x 570

1.3 / 1.3

150

37

mm

L/D

mm

cm³

g

min¯¹

g/s

bar

bar

mm/s

cm³/s

mm/s

cm³/s

kN

mm

kW

( )

(PS)

( )

( )

( )

150 240 440
Screw diameter

L/D ratio (3-zone screw)

Screw stroke

Injection capacity max.

Shot weight max. (PS)①

Screw speed max.

Plasticizing rate (3-zone screw)①

Injection pressure max.②

Holding pressure max.②

Injection speed max.

Injection rate max.

Injection speed max. - High

Injection rate max. - High

Nozzle contact force

Nozzle penetration

Heating wattage (incl. nozzle)

Heating zones (incl. nozzle)

22

24

46

42

6.6

2730

2460

84

137

6.1

25

24.8

120

59

54

400

9.1

2400

2160

220

108

360

177

20

30

7.0

4

30

20.5

85

78

14.6

1670

1500

156

255

7.0

25

24.8

74

68

9.1

2800

2555

108

177

7.4

30

23.6

150

106

98

400

14.6

2200

2000

220

156

360

255

25

30

8.7

4

35

20

144

133

23.5

1610

1465

212

346

8.7

35

20

168

155

23.5

2570

2310

212

298

8.7

40

20

175

220

202

400

33.0

2000

1800

220

277

310

390

25

30

8.7

4

45

20

278

256

44.5

1580

1420

350

493

8.7

Injection Unit

kW

A

kW

A

t

m( x x )

Total power

Connected current

Total power - High

Connected current - High

Machine weight

Machine Dimensions ( L x W x H )

17.0

24.5

20.3

29.4

18.4

26.6

21.2

30.7

4.5

4.62 x 1.32 x 1.89

18.4

26.6

21.2

30.6

240
12.6

18.2

14.8

21.3

13.6

19.6

16.1

23.3

4.3

4.23 x 1.32 x 1.89

13.6

19.6

16.1

23.3

150
22.9

33.0

26.5

38.2

22.9

33.1

26.6

38.3

4.5

4.62 x 1.32 x 1.89

22.9

33.1

26.6

38.3

440

Others 

( x x )

15 16

Memo

Injection Unit

Screw Diameter mm

150

22 25 30

240

25 30 35

440

35 40 45

870

45 50 55

640

40 45 50

1240

50 55 60

1500

55 60 70

2210

60 70 80

47.4 

68.4

50.0

72.2

49.2 

71.0

51.7

74.6

48.3

69.8

51.0

73.6

19.8

7.55 x 2.08 x 2.50

1240
37.1

53.5

41.7

60.2

38.7

55.9

43.4

62.6

37.9

54.7

42.6

61.4

19.1

7.55 x 2.08 x 2.50

870
49.7 

71.7

56.3

81.3

52.9 

76.3 

59.5

85.8

50.8

73.3

57.5

83.0

19.8

7.55 x 2.08 x 2.50

1500
59.7

86.2

/

/

63.6

91.7

/

/

63.8

92.1

/

/

22.2

7.55 x 2.08 x 2.50

2210

e-win 1000

e-win 1300

e-win 1800

e-win 2200

e-win 2800

e-win 3200

e-win 3800

①Values for polystyrene
②Theoretical values, dependent on the molding condition and cycle time
All above data only applied to standard machine
Subject to technical alterations

55

20

665

612

46.4

2250

2020

428

618

18.7

1500
60

20

280

792

728

250

57.9

1900

1710

180

509

260

735

55

30

20.2

6

70

20

1078

991

85.8

1390

1250

693

1001

23.2

60

20

792

728

48.7

2250

2020

509

/

18.7

2210
70

20

280

1078

991

210

72.1

1850

1660

180

693

/

/

55

30

20.2

6

80

20

1407

1295

101.3

1300

1170

905

/

23.2

870
50

20

220

432

397

320

46.6

2000

1800

180

353

260

511

40

30

15.0

6

45

20

350

322

35.6

2470

2220

286

414

13.8

55

20

523

481

59.4

1650

1480

428

618

16.2

50

20

511

470

43.7

2400

2160

353

511

15.0

1240
55

20

260

618

568

300

55.7

2000

1800

180

428

260

618

55

30

16.2

6

60

20

735

676

69.5

1600

1440

509

735

18.4
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Clamping Unit

Clamping force

Opening force

Opening stroke max.

Mold height min. / max.

Total daylight max.

Platen size h x v

Dist. between tie bar h x v

Max. mold weight MoPl / StPl

Ejector stroke 

Ejector force 

mm

L/D

mm

cm³

g

min¯¹

g/s

bar

bar

mm/s

cm³/s

mm/s

cm³/s

kN

mm

kW

Screw diameter

L/D ratio (3-zone screw)

Screw stroke

Injection capacity max.

Shot weight max. (PS)①

Screw speed max.

Plasticizing rate (3-zone screw)①

Injection pressure max.②

Holding pressure max.②

Injection speed max.

Injection rate max.

Injection speed max. - High

Injection rate max. - High

Nozzle contact force

Nozzle penetration

Heating wattage (incl. nozzle)

Heating zones (incl. nozzle)

Injection Unit

kW

A

kW

A

t

m

Total power

Connected current

Total power - High

Connected current - High

Machine weight

Machine Dimensions ( L x W x H )

Others 

e-win 3800

3800

380

700

300 / 750

1450

1190 x 1190

830 x 830

3.8 / 3.8

210

90


